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Across North America

MODELS:
▪ WINDY B/S (Windspeed Sensor)
▪ WINDY B/SD (Windspeed and

Direction Sensor)

AVAILABLE UPGRADES:
▪ Self-levelling bracket with optional 

magnetic mounting kit
▪ Waterproof, impact resistant 

carrying case for storage

WINDYTM Smartphone Wind Safety Systems

FEATURES

Increased safety and productivity 
has never been so accessible. 

The WINDYTM Smartphone Wind 
Safety System installs in under five 
seconds and wirelessly transmits 
real-time wind and temperature 
data to your smartphone or tablet. 

The multi-platform app displays 
current, average and maximum 
readings for wind speed, direction, 
and temperature, and includes 
access to history graphs. Find it for 
free in the Apple App Store or on 
Google Play. 

▪ Wireless link to devices via free app
▪ Five second install with optional magnetic bracket
▪ Completely transferable between sites
▪ Range up to 100 metres
▪ Wind tunnel calibrated sensors with precision stainless 

steel ball bearing with replaceable anemometer cups
▪ Programmable wind speed alarm
▪ Mobile app displays current, average and maximum wind 

speed, direction, temperature and history graphs

Leading the industry in Man Baskets 
for cranes.

For safety, quality and practicality choose a 
two-person man basket by Boscaro. Thanks to the 
basket’s removable roof you can switch between 
having an open or closed top. This gives your 
personnel the room they need to work 
and allows the basket to be used in a 
wider range of projects.

All Boscaro below-the-hook accessories 
are certified for use across North 
America and meet or exceed ASME 
B-TH1/B30.20 standards. 

Each unit comes with a dedicated 
serial number and conformity 
statement which ensures compliance 
with ASME. Wind safety has never been so simple.



TALK TO AN EXPERT
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WIND SPEED MEASUREMENT RANGE

TEMP MEASUREMENT RANGE

WIND SPEED RESOLUTION

ACCURACY WIND SPEED

ACCURACY TEMP

0.6 - 50 m/s

-30°C - 60°C

0.1 m/s

+/- 3%

+/- 1%

CUP MATERIALS (REPLACEABLE) PA (Polyamide)

WIND DIR. MEASUREMENT RANGE 0°-359° via 
Contactless Magnetic

WIND DIRECTION RESOLUTION 1°

ACCURACY WIND DIRECTION +/- 2.5°

VANE MATERIALS (REPLACEABLE) PC (Polycarbonate)

BATTERY (INCLUDED) 3.6 V AA Lithium Battery

BATTERY LIFE Up to 2 years

BEARINGS (X2) Precision SS ball bearings

DATA TRANSMISSION RATE Every 2 seconds

MOUNTING PIPE 20 mm Diameter

DIMENSIONS 210 mm Height

100 M

0.5 KM 1 KM 1.5 KM

WINDYTM

Smartphone

WIND SPEED SENSOR

GENERAL

WIND SPEED & DIRECTION SENSOR

FIVE-SECOND INSTALL PROCESS

Wind Sensor Specifications

Wind safety has never been so simple.
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